AERIAL WORK PLATFORMS

DPL" Super Series™

Specifications

Genie

A TEREX COMPANY

MODELS DPL™-25S DPL™-30S DPL™-35S
MEASUREMENTS us Metric uUs Metric us Metric
Working height* 31ft4din 9.70 m 36 ft 1114 m 40 ft 10 in 12.62m
Platform height 25ft4in 7.70 m 30 ft 9.14m 341t10in 10.62 m
Height - stowed 6ft6in 1.98 m 6ft6in 1.98 m 6ft6in 1.98 m
Length - stowed 6ft10in 2.08 m 6ft10in 2.08 m 6ft10in 2.08 m
Width 2ft7.5in .80m 2ft7.5in .80m 2ft7.5in .80m

PRODUCTIVITY

Lift capacity: ANSI (Domestic) 750 Ibs 340 kg 750 Ibs 340 kg 600 Ibs 272 kg
CE (European) 750 Ibs 340 kg 750 Ibs 340 kg) 600 Ibs 272 kg
CSA (Canadian) 600 Ibs 272 kg 600 Ibs 272 kg 500 Ibs 227 kg
ANSI
Outrigger footprint:
Olength 6ft10in 2.08 m 7ft2in 218 m 7ft2in 218 m
O width 41t8.5in 1.44m 5ft8in 1.73m 5ft8in 1.73m
O corner access 1ft5in 43 m 2 ft .61m 2 ft .61m
© wall access front 7in 18 m 9in .23 m 9in 23 m
@ wall access side 1ft4in A1m 1f10in .56 m 1ft10in .56 m
CSA
Outrigger footprint:
() length 7ft5in 226 m 7ft2in 218 m 7ft9in 2.36m
@ width 6 ft 4.25in 1.94m 5ft8in 1.73m 71ft2in 2.18m
( corner access 2ft5in .74 m 2ft10in .86 m 2ft10in .86 m
( wall access front 11in .28 m 1ft1in 33 m 1ft1in .33 m
(3 wall access side 2ft3in .69 m 2ft7in 79m 2ft7in .79m
CE
Outrigger footprint:
@ length 6ft10in 2.08 m 7ft2.25in 219 m 7ft2.25in 219 m
O width 41t8.5in 1.44m 5ft8.75in 1.75m 51ft8.75in 1.75m
(@ corner access 1ft5in 43 m 2 ft .61m 2 ft .61 m
(@ wall access front 7in 18m 9in 23m 9in 23 m
@ wall access side 1ftdin A1m 1f10in .56 m 1ft10in .56 m
Platform length 6 ft 1.83m 6 ft 1.83m 6 ft 1.83m
Platform width 2ft3.5in .70 m 2ft3.5in 70m 2ft3.5in .70m

Power source: AC models
DC models

110V / 50-60 Hz or 220 V / 50-60 Hz

12V

ANSI (AC) 1,371 Ibs 622 kg 1,474 Ibs 669 kg 1,574 Ibs 714 kg
ANSI (DC) 1,481 Ibs 672 kg 1,584 Ibs 718 kg 1,684 Ibs 764 kg
CE (AC) 1,371 Ibs 622 kg 1,474 Ibs 669 kg 1,645 Ibs 746 kg
CE (DC) 1,481 Ibs 672 kg 1,584 Ibs 718 kg 1,755 Ibs 796 kg
CSA (AC) 1,383 Ibs 627 kg 1,479 Ibs 671 kg 1,745 bs 792 kg
CSA (DC) 1,493 Ibs 677 kg 1,589 Ibs 721 kg 1,789 Ibs 811 kg
ANSI A92.3, CSA B354.1, CE Compliance, AS 1418.10, PB-10-611-03

* The metric equivalent of working height adds 2 m to platform height. U.S. adds 6 ft to platform height.
** Weight will vary depending on options and/or country standards
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