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Type WLL A B C D E F F G M SW X Weight Torque Ref.-No. Ref.-No.
(t) Stand.  max. Stand. Stand. Vario
(kg) (kg) with washer and nut
WBG-V0,3-M 8 0,3 (0,4) 8 33 29 36 76 13 102 36 8 28 18 0,25 7103720 8600230 -
WBG-V 0,45-M10 0,45 (06) 8 33 29 36 78 17 122 38 10 30 19 0,3 e 7103715 8600231
WBG-V0,6-M 12 0,6 (0,75) 10 59 35 42 105 21 140 45 12 36 19 0,5 _ch g 7100180 8600232
WBG-V 1,3-M 16 1,3 (1,5) 10 49 35 48 114 30 180 54 16 1 28 0,6 ; & 7100430 8600233-
-B ¢
WBG-V 2,0-M 20 2,0(2,5) 13 56 35 64 135 33 223 65 20 L 30 1.4 ] f. 7100800 8600234
WBG-V 3,5-M 24 3,5 (4,0) 18 68 40 81 172 40 255 87 24 70 25 2,7 = 7100640 8600235
WBG-V 5,0-M 30 5,0 (6,0) 22 93 S0 99 220 50 330 105 30 85 32 5.5 7100650 8600236

Please note:
It can happen, that during use, the lifting point can engage in any position.

2 That's why the WLL is embosed for the worst case situation (picture X).
= The ring can be manually adjusted to direction of pull (picture V),
| 0 Ee) then the WLL values in the brackets () can be used.
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Example to investigate the required thread
length Fvario:

Fvario: Plate thickness 50 mm, through
hole for M 20 bolt, height of nut 22 mm,
thickness of the washer 3 mm, plus bolt
projection 5 mm = 80 mm.

Order length: WBG-V-2,0 M 20 x 80.
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