RUD°

Lifting Points - for welding -

Welding PowerPuint’ - WPP-.. -
...with double ball bearing - 360° swivelling!

LIFTING
POINTS

WPP-S - the universal connection for round slings, wire ropes, hook and ring assemblies

Type WL A B C D E G weld Weight Ref.-No.
(t) (kg)
approx.
WPP-5-0,63t 0,63 13 75 18 40 115 40 35 0,4 7990721
WPP-5-1,5t ) 1.5 20 97 25 46 147 50 b 4,5 1,0 7989944
WPP-S-Z,Sti 2,5 28 126 30 61 187 61 HV3+4,5 1,5 7989945
WPP-5-4t 4,0 36 150 35 78 227 77 HV3+ 5 33 7989946
WPP-5-5t 50 37 174 40 95 267 93 HV3+8 7.1 7989947
WPP-5-8t 8,0 49 208 48 100 310 102 HV3+10 8,2 7989948

WPP-CL - the self-locking hook connection for round slings, wire ropes, hook and ring

assemblies, with extra large mouth width.

Type WLL A B c D E G weld Weight Ref.-No.
(t) (kg)
approx.
WPP-CL-1,5t 1.5 26 114 33 46 164 50 L 4,5 0,8 7989949
WPP-CL-2,5t 2,5 30 134 43 61 195 61 HV3+4,5 1,75 7989950 -
WPP-CL-4t 4,0 36 166 47 78 243 77 tIV3+5 39 7989951
WPP-CL-5t 50 46 195 61 95 288 93 HV3+8 73 7989952
WPP-CL-8t 8,0 58 245 76 100 347 102 HV3+10 11,3 7989953
WPP-B - the ring connection for hook assemblies
Type WLL A B c D E G weld Weight Ref.-No.
(¥ (kg)
approx.
WPP-B-0,63t 0,63 9 65 35 40 105 40 |53,5 0:35 7989954
WPP-B-1,5t 1.5 11 65 35 46 115 50 ha,5 0,6 7989955
WPP-B-2,5t 2,5 13 74 40 61 135 61 HV3+4,5 1,0 7989956
WPP-B-4t 4,0 16 95 45 78 172 77 HV34+5 2,3 7989957
WPP-B-5t 5,0 19 130 60 95 223 93 HV3+8 4,7 7989958 -
WPP-B-8t 8,0 24 140 65 100 242 102 HV3+10 53 7989959
WPP-VIP - for direct connection of the VIP chain
Type WLL A D G weld Weight Ref.-No.
(t) VIP-chain (kg) without
connection approx. VIP-chain
WPP-VIP4-0,63t 0,63 4 40 40 1Y 3.5 0,25 7989960
WPP-VIP6-1,5t 1,5 6 46 50 B4,5 0,45 7989961
WPP-VIP8-2,5t 2,5 8 61 61 HV3+4,5 0,85 7989962
WPP-VIP10-4t 4,0 10 78 77 HV3+5 2,1 7989963
WPP-VIP13-5t 5,0 13 95 o3 HV3+8 3,4 7989964
WPP-VIP16-8t 8,0 16 100 102 HV3+10 4,5 7989965

Warranty can only be guaranteed with originally assembled

RUD components and chains!






